
Pressure Survey Report

General Information

 Company Name  RAYMOND OIL COMPANY
 Well Name  BROBST-MORRIS #1
 Unique Well ID  DST#3 3498-3556 LKC F&G ZONES
 Surface Location  SEC.12-5S-21W GRAHAM CO.KS.
 Field  WILDCAT
 Well Type  Vertical

 Test Type  CONVENTIONAL
 Formation  DST#3 3498-3556 LKC F&G ZONES
 Test Purpose (AEUB)  Initial Test

 Start Test Date  2013/10/11
 Final Test Date  2013/10/11

 Gauge Name  0063
 Gauge Serial Number 

 Job Number  M561
 Representative  MIKE COCHRAN
 Well Operator  RAYMOND OIL COMPANY
 Report Date  2013/10/11
 Prepared By  MIKE COCHRAN
 Qualified By  PAT BALTHAZOR
 Test Unit  NO. 1

 Start Test Time  10:00:00
 Final Test Time  17:25:00
 Well Fluid Type  01 Oil

 
 

 
 
 
 
 
 
 

Test Information

 Remarks  RECOVERED: 
205' DM 100% MUD
205' TOTAL FLUID

TOOL SAMPLE: 100% MUD W/ A (1) SPOT OF OIL

Test Results

DIAMOND
     TESTING

Validata     Ver 7.3.0.44 136831TM
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BROBST-MORRIS #1
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RAYMOND OIL COMPANY
DST#3 3498-3556 LKC F&G ZONES
Start Test Date: 2013/10/11
Final Test Date: 2013/10/11

BROBST-MORRIS #1
Formation: DST#3 3498-3556 LKC F&G ZONES

Pool: WILDCAT
Job Number: M561
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Raymond Oil Company, Inc. BROBST-MORRIS #1

H2 RIG2 RAYMOND OIL COMPANY, INC.

2190 GL EST LKC F&G ZONES M561

10/11/2013 12 6 21 GRAHAM

PAT BALTHAZOR MIKE COCHRAN

3 3498 3556 3556

3493

3498

NA

NA

3487 0063 6,000
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WSB, THEN MAINTAINED A WEAK INTERMITTENT SB, SEE REMARKS (NO BB)

NO BLOW THEN AFTER ~17 MIN A WEAK INTERMITTENT SB, SEE REMARKS (NO BB)

205 DM 100% MUD

205 TOTAL FLUID

FLUSH TOOL @20 MIN INITIAL FLOW, A STRONG 7" SURGE OF BUBBLES

THEN AN INTERMITTENT BLOW AS BEFORE.

FLUSH TOOL @22 MIN FINAL FLOW, A 1" SURGE OF BUBBLES(DIFFERENT DRILLER)

THEN AN INTERMITTENT BLOW AS BEFORE.

TOOL SAMPLE: 100% MUD W/ A (1) SPOT OF OIL
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