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DIAMOND TESTING GENERAL REPORT
Jake Fahrenbruch, Tester
Cell: (620) 282-8977 / Office: (800) 542-7313

  TEST INFORMATION 
 Well Name  Shumway AA #3
 Company Name  LD Drilling Inc
 Formation  Arbuckle 3548'-3670'
 Test Type  Bottom-Hole DST w/J&J
 Surface Location  Sec 27-21s-12w-Stafford Co.-KS
 KB Elevation (SL)  1843.000
 Gauge Name  Inside 5951
 Start Test Date  2014/12/11
 Start Test Time  19:30:00
 Final Test Date  2014/12/12
 Final Test Time  03:13:00
 Job Number  F361
 Contact  LD Davis
 Site Contact  Kurt Talbott

  TEST RESULTS 
 Initial flow, weak blow, increased to 7".
Final flow, weak blow, increased to 2".

TOTAL RECOVERED FLUID: 150'
90' SWCM                    5% wtr, 95% mud
60' WCM                    25% wtr, 75% mud
----- Chlorides: 28,000 PPM
----- RW: .42 ohm @ 42 F
----- PH: 10.0
----- Trace of oil in tool, <.25% oil.

Validata     Ver 7.3.0.44 136834TM
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LD Drilling Inc
Start Test Date: 2014/12/11
Final Test Date: 2014/12/12

Shumway AA #3
Formation: Arbuckle 3548'-3670'

Job Number: F361
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SHUM3DST8

LD Drilling Inc. Shumway AA #3
Petromark Drilling LLC Rig #2 LD Drilling Inc.

1843' KB Arbuckle F361
12-11-14 27 21s 12w Stafford

Kurt Talbott Jake Fahrenbruch
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Weak blow, increased to 7".

Weak blow, increased to 2".
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TOTAL RECOVERED FLUID: 150'
90 SWCM 5% wtr, 95% mud
60 WCM 25% wtr, 75% mud

Chlorides: 28,000 PPM
RW: .42 ohm @ 42 F

PH: 10.0
Trace of oil in tool, <.25% oil.
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