
DIAMOND 
   TESTING

  General Information 

 Company Name  L.D. DRILLING, INC.
 Contact  L.D. DAVIS
 Well Name  WATT #2-10
 Unique Well ID  DST #1, LKC "K-L", 4068-4130
 Surface Location  SEC 10-16S-30W, LANE CO. KS.
 Field  DOLL EAST
 Well Type  Vertical
 Test Type  CONVENTIONAL
 Formation  DST #1, LKC "K-L", 4068-4130
 Well Fluid Type  01 Oil

 Start Test Date  2015/01/09
 Final Test Date  2015/01/10

 Representative  TIM VENTERS
 Well Operator  L.D. DRILLING, INC.
 Report Date  2015/01/10
 Prepared By  TIM VENTERS

 Qualified By  KIM SHOEMAKER

 Start Test Time  16:42:00
 Final Test Time  01:02:00

General Information Report

 RECOVERED: 210' GAS IN PIPE
          165' SMCO, 99% OIL, 1% MUD, GRAVITY: 35
          315' M&WCO, 46% OIL, 36% WATER, 18% MUD
          315' G,HWMCO, 6% GAS, 46% OIL, 30% WATER, 18% MUD
          505' SMOCW, 24% OIL, 68% WATER, 8% MUD
          1300' TOTAL FLUID

TOOL SAMPLE: 9% OIL, 85% WATER, 6% MUD

CHLORIDES: 34,000 ppm
PH: 7.0
RW: .21 @ 86 deg.

Test Recovery:

Validata     Ver 7.3.0.44 136829TM
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WATT #2-10
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L.D. DRILLING, INC.
DST #1, LKC "K-L", 4068-4130
Start Test Date: 2015/01/09
Final Test Date: 2015/01/10

WATT #2-10
Formation: DST #1, LKC "K-L", 4068-4130

Pool: DOLL EAST
Job Number: T430
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L.D. DRILLING, INC. WATT #2-10

WW DRILLING, LLC RIG #2 L.D. DRILLING, INC.

2727 KB LKC "K-L" T430

1-9-15 10 16 30 LANE

KIM SHOEMAKERQ TIMOTHY T. VENTERS

1 4068 4130 4130
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4127 11029 5,025
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30
32' DP IN ANCHOR

GOOD 2 INCH BLOW, BUILDING, REACHING BOB 2 1/2 MIN. (1 1/2" BB)

WEAK SURFACE BLOW, BUILDING, REACHING BOB 6 1/2 MIN. (1 1/2" BB)

210 GAS IN PIPE

165 SMCO, 99% OIL, 1% MUD, GRAVITY: 35

315 M&WCO, 46% OIL, 36% WATER, 18% MUD

315 G,HWMCO, 6% GAS, 46% OIL, 30% WATER, 18% MUD

505 SMOCW, 24% OIL, 68% WATER, 8% MUD

1300  TOTAL FLUID CHLORIDES: 34,000 ppm

PH: 7.0

RW: .21 @ 86 deg.

TOOL SAMPLE: 9% OIL, 85% WATER, 6% MUD
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