
Show depth and thickness of all water, oil and gas formations.

                    Oil, Gas or Water Records                                   Casing Record (Surface, Conductor & Production)

   Formation                   Content         Casing                    Size                   Setting Depth   Pulled Out

Describe in detail the manner in which the well is plugged, indicating where the mud fluid was placed and the method or methods used in introducing it into the hole.  If 
cement or other plugs were used, state the character of same depth placed from (bottom), to (top) for each plug set.

Plugging Contractor License #:                      Name:

Address 1:                      Address 2:

City:                                                                                                                                                 State:                                                   Zip:                            +

Phone:

Name of Party Responsible for Plugging Fees:

State of          County,                   , ss.

                                 Employee of Operator or          Operator on above-described well, 

being first duly sworn on oath, says: That I have knowledge of the facts statements, and matters herein contained, and the log of the above-described well is as filed, and 

the same are true and correct, so help me God.

Signature:

        

OPERATOR:  License #:

Name:

Address 1:

Address 2:

City:                                                               State:                Zip:                     +  

Contact Person:

Phone:

Type of Well: (Check one)         Oil Well          Gas Well          OG    D&A    Cathodic     

       Water Supply Well           Other:       SWD  Permit #:                                 

       ENHR  Permit #:                                             Gas Storage  Permit #:   

Is ACO-1 filed?          Yes No If not, is well log attached?          Yes No 

Producing Formation(s): List All (If needed attach another sheet)

            Depth to Top:              Bottom:             T.D.

  Depth to Top:              Bottom:             T.D.

  Depth to Top:              Bottom:             T.D.

(             )           

KANSAS CORPORATION COmmISSION
OIL & GAS CONSERvATION DIvISION

Well Plugging RecoRd
K.A.R. 82-3-117

Form cP-4 
march 2009

Type or Print on this Form
Form must be Signed

All blanks must be Filled

Mail to:  Kcc - conservation division, 130 S. Market - Room 2078, Wichita, Kansas  67202

API No. 15 -

Spot Description:

   -   -  -    Sec.   Twp.          S.   R.                  East       West

                        Feet from          North /         South  Line of Section

        Feet from          East   /         West   Line of Section

Footages Calculated from Nearest Outside Section Corner:

        NE       NW         SE     SW

County:

Lease Name:                          Well #:

Date Well Completed: 

The plugging proposal was approved on:      (Date)

by:                         (KCC District Agent’s Name)

Plugging Commenced: 

Plugging Completed:

Notice:  Fill out COMPLETELY
and return to Conservation Division at 
the address below within
60 days from plugging date.

(Print Name)

(             )           

1249415

Submitted Electronically



4/10/2015  -  

Field Jennifer
County Harper Original Completion ()
State KS Current X

Well LAURA 3408 1-26H Workover
SH Location SEC 22, TWP 34S, RNG 8W  Proposed
BH Location SEC 26, TWP 34S, RNG 8W
Elevations 1340' KB; 1319' GL

Well Bore Data MD TVD

  
 
  
 

12-1/4"  Hole
17 jts 9-5/8" 36# J-55 csg @ 727' 727' MW: 9.2 ppg
36# J-55: Cplg OD =10.625" ID=8.921" Drift=8.765" Collapse= 2020 Internal Yield=3520
Cmt'd w/ 430sxs Prem Plus 65/35 @ 12.7 ppg (Yield=1.84), followed by  sxs
Prem Plus: C @ 14.8 ppg (Yield=1.32)

Tbg Detail LENGTH Top
KB 0'

Set Cast Iron Bridge Plug @ 5507' lead tail
63 sxs 21 sxs

TOC 7" @ 1.44 yield 1.18 yield
4835.694
calculated 115.5 total ft^3

6.652 conversion
8-3/4" Hole 768.306 linear ft of cmt coverage behind 7"

MW: 8.8 ppg
6-1/8" Hole

MW: Clear water

26 stage
Tangent from 4772' to 4899' TD: 10024' MD / 10024' TVD
Top of Liner 87.9 ⁰ inclination 5,523' 4,742'

 
136 jts 7" 26# P-110 csg @ 5,558' 4,745'
26# P-110: Cplg OD =7.656" ID=6.276" Drift=6.151" Collapse= 6210 Internal Yield=9960
 
Cmt w/ 63 bbls POZ 50/50 mixed at 13.6 ppg (Yield=1.44), followed by 21 bbls O-tex: G @ 15.6 (Yield=1.18), FR
Set @ 87.8 ⁰

PBTD @ 9,997' 9,997'

95 jts 4-1/2" 11.6# N-80 csg @ 9,997' 9,997'
11.6# N-80: Cplg OD =5.000" ID=4.000" Drift=3.875" Collapse= 6350 Internal Yield=7780
26 Stage Baker Fracpoint OH completion system ran, NO cement pumped.

Tangent @ ~88o

Baker S-3 Liner Top Packer w/ 2RH Anchor Profile and 6' Extension (Min ID: 3.87")

Spud: 11/5/2014
Plugged

Wellbore Schematic 

15-077-22109
API No.

Date: 4/8/2015


	WBD Proposed

	olicense: 34192
	oname: SandRidge Exploration and Production LLC
	oaddr1: 123 ROBERT S. KERR AVE
	oaddr2: 
	ocity: OKLAHOMA CITY
	ostate: OK
	ozip: 73102
	ozip4: 6406
	ocontact: Tiffany Golay
	oarea: 405
	ophone: 429-6543
	welltype: GAS
	othertype: 
	swdpermit: 
	enhrpermit: 
	gswpermitnumber: 
	aco1filed: Yes
	wllogattached: Off
	prodformation1: Mississippian
	Top1: 5250
	Bottom1: 
	TDepth1: 10024
	prodformation2: 
	Top2: 
	Bottom2: 
	TDepth2: 
	prodformation3: 
	Top3: 
	Bottom3: 
	TDepth3: 
	API: 15-077-22109-01-00
	SpotDescription: 
	Subdivision4Smallest: SW
	Subdivision3: SW
	Subdivision2: SW
	Subdivision1Largest: SW
	Section: 23
	Township: 34
	Range: 8
	RangeDirection: West
	CP4FeetNSFromReference: 210
	CP4NorthSouthFromReference: South
	CP4FeetEWFromReference: 250
	CP4EastWestFromReference: West
	Corner: SW
	County: Harper
	lname: Laura 3408 
	wellnumber: 1-26H
	origcompdt: 
	plugappdt: 
	dagent: 
	plugcmncddt: 4/7/2015
	plugcmpldt: 4/8/2015
	Formation1: 
	FormationContent1: 
	CasingType1: Conductor
	CasingSize1: 20
	CsngSettingDepth1: 90
	CasingPulledOut1: 0
	Formation2: 
	FormationContent2: 
	CasingType2: Surface
	CasingSize2: 9.63
	CsngSettingDepth2: 727
	CasingPulledOut2: 0
	Formation3: 
	FormationContent3: 
	CasingType3: Intermediate
	CasingSize3: 7
	CsngSettingDepth3: 5604
	CasingPulledOut3: 
	Formation4: 
	FormationContent4: 
	CasingType4: 
	CasingSize4: 
	CsngSettingDepth4: 
	CasingPulledOut4: 
	OpPlugMethod: This well is a deferred coplanar horizontal Miss well that was completed in November 2014.  The well is completed with OHP and frac sleeves.  The well was tubed up and produced until a sharp decrease in intake pressure caused a work over.  The pump was pulled and a clean out was attempted resulting in fishing operations.    

MIRU Dialog Wireline Services LLC  Set CIBP @ 5507’. Shut BOP, Loaded and tested plug with 115 bbls of PW and pressure test to 4500 psi and held for 15 minutes.  Tested good.
Rigged down all equipment and cleared location


417.2015  Called KCC with Intent to reenter well and talked to Donna Sangter.  Set Whipstock , bottom @ at 5498'.  Mill window from 5478' to 5495' preceded to drill lateral 2.
	pluggerlicense: 99998
	pluggername: COMPANY TOOLS
	pluggeraddress1: 
	pluggeraddress2: 
	pluggercity: 
	pluggerstate: KS
	pluggerzip: 
	pluggerzip4: 
	pluggerarea: 
	pluggerphone: -
	RespForPlugFees: SandRidge Exploration and Production, LLC
	RespPlugFeesState: Oklahoma 
	RespPlugFeesCounty: Oklahoma
	Certifier: Wanda Ledbetter
	EmployeeOperator: Employee


