
M:\Sara Guthrie\Kansas\Elrick Unit #11-2 WBD

Lease: Well No. 11-2
API No. Status Idle
Location:
County: Graham State: Field: Elrick

8-5/8" TD 4023' GL Spud Date: 5/7/1958
Unknown PBTD 4002' KB Comp Date: 5/25/1958

130 sx. Circ. 201' Current Perfs/OH:

Surface Equipment
Unit Make: Unit Size:
Unit S/N:
SPM: 6.8 104'' Unit Sheave:
Prime Mover: Motor Sheave:
Motor S/N: Motor RPM:

Casing Breakdown
Size Depth Hole Size Cement

Surface 8-5/8" 201' 12-1/4" 130 sx. Circ.
Production 5-1/2" 4021' 7-7/8" 150 sx

 5/87: HIC 1555'. Production
Production
Liner

 5/78: HIC 1800'.

Tubing Breakdown
 8/71: HIC 2100'. Qty Footage

 12/91: HIC 2348-2379'
Sqz w/200 sx

 12/91: HIC 3013-44'
Sqz w/100 sx

 10/77: HIC 3100'
Sqz w/200 sx

 8/84: HIC 3245-3465'
Sqz'd w/ 150 sxs

0'

Qty Footage

LKC '1' 3792-98' (69)

LKC '2' 3827-30' (65)

LKC '2A' 3838-41' (65)

LKC '3' 3875-78' (65)
0.00'

LKC '4' 3885-88' (65)

Tagged fill 3992' (5/03)

TD

LMCV

2524'
2532'

3778-4001 Current Zone: Toronto/LKC

WELLBORE SCHEMATIC
CURRENT Elrick Unit

15-065-03279
3630' FSL & 3630' FEL, NW SE SW. Sec 10 T10S R25W

Kansas

Stroke Length:

Sqz w/75 sx

Unit Rotation:

DVT @ 1937' Description

14# J-55

Grade / Wt

Sqz w/125 sx

Unknown

TOC @ Unknown

Circ. To surface
Sqz w/200 sx

Rod Breakdown
Description

Tight spot @ 2555' (2/15)

TOTAL

Toronto 3778-84' (69)

Lock Set Pkr @ 3715'
TOF @ ~3700'

2/20/15: Left fish in hole w/ top at ~3700' composed of ~12' jt 2-7/8" tbg + 2-7/8" x 5-1/2" Lockset pkr + 7 jts of

PBTD: 4002' (5/87)

4/13/15: RIH w/ overshot, couldn't get OS past top of fish. RIH w/ wash pipe + mill shoe. Tagged 10' higher 
Couldn't make any progress. Current depth: 3669'. Decided to P&A

LKC '7' 3976-78' (65)

LKC '8' 3998-4001' (58)

LKC '6' 3933-38' (65) Comments

2-7/8" tbg + SN + 15' MA.

LKC '6A' 3957-60' (65)

Kem-packed w/ 100 BBLS

TOTAL

4,023'

PREPARED BY:     UPDATED: 3/17/2015

14# J-55
150 sx 4021'


	WBD - Current

