
Powell #9-22

5951 Time

59
51

 P
re

ss
ur

e 
, p

si
(a

) 5951 Tem
perature , °F

22:00
2015/7/9

0:00
7/10

2:00 4:00 6:00 8:00 10:00

-1000

0

1000

2000

3000

0.0

32.5

65.0

97.5

130.0

p = 2207.56p = 2208.10

p = 680.45p = 654.93

p = 50.94
p = 34.84p = 31.71

p = 21.01

Temp = 119.99

DIAMOND TESTING GENERAL REPORT
Jake Fahrenbruch, Tester
Cell: (620) 282-8977 / Office: (800) 542-7313

 TEST INFORMATION 
 Well Name  Powell #9-22
 Company Name  Berexco LLC
 Formation  Lansing "I" 4497'-4511'
 Test Type  Bottom-Hole w/J,Jnt,ShPkr X 2
 Surface Location  Sec 22-29s-33w-Haskell Co.-KS
 KB Elevation (SL)  2954.000
 Gauge Name  5951
 Start Test Date  2015/07/09
 Start Test Time  23:20:00
 Final Test Date  2015/07/10
 Final Test Time  08:58:00
 Job Number  F394
 Contact  Evan Mayhew
 Site Contact  Ed Grieves

 TEST RESULTS 
 Initial flow, blow increased to 4.5". No blowback.
Final flow, blow increased to 9". No blowback.

Recovered 40' of SOCM, 5% oil, 95% mud
----- 150' GAS IN PIPE -----
----- (tool sample: HOCM, 32% oil, 68% mud) -----

Validata     Ver 7.3.0.44 136834TM
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POWELL9DST3
BEREXCO LLC POWELL #9-22
BEREDCO LLC RIG #1 BEREXCO LLC

2954' KB LANSING "I" F394
7-10-15 22 29S 33W HASKELL

ED GRIEVES JAKE FAHRENBRUCH

3 4497 4511 4511
4492 -----
4497 -----

-----
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CHEMICAL 46 (4# LCM)
9.1 8.8
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0

3,846
#5 J,J,ShPkrX2 33

NO NO 14
XH

Blow increased to 4.5". No blowback.
Blow increased to 9". No blowback.
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40 SOCM 5% oil, 95% mud
150' GAS IN PIPE
(tool sample: HOCM, 32% oil, 68% mud)
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