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STOPPEL1DST3
Quail Oil & Gas, LC Stoppel #1-8
WW Drlg. Rig #4 Quail Oil & Gas, LC

1730' KB Simpson SS F434
6-2-16 8 22s 9w Reno

Roger Martin Jake Fahrenbruch
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Blow increased to 8.5" No blowback.
Blow increased to 4.5" No blowback.
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90 Drlg Mud 100% mud
125 Mud Cut Water 10% mud, 90% water

Tool sample, HMCW w/Tr oil, <1% oil, 33% mud, >66% wtr

TOTAL RECOVERED FLUID: 215'
Chlorides: 19,000 PPM, RW: .36 ohm @ 70 F, PH: 7.0
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DST #3, SIMPSON SS, 3590'-3615'
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DIAMOND TESTING GENERAL REPORT
Jake Fahrenbruch, Tester
Cell: (620) 282-8977 / Office: (800) 542-7313

 TEST INFORMATION 
 Well Name  Stoppel #1-8
 Company Name  Quail Oil & Gas, LLC
 Formation  DST #3, Simpson SS, 3590'-3615'
 Test Type  Bottom-Hole w/jars & safety joint
 Surface Location  Sec 8-22s-9w-Reno-KS
 KB Elevation (SL)  1730.000
 Gauge Name  5951
 Start Test Date  2016/06/02
 Start Test Time  02:19:00
 Final Test Date  2016/06/02
 Final Test Time  08:49:00
 Job Number  F434
 Contact  Wray Valentine
 Site Contact  Roger Martin

 TEST RESULTS 
 Initial flow, blow increased to 8.5" in 30 minutes. No blowback.
Final flow, blow increased to 4.5" in 30 minutes. No blowback.

TOTAL RECOVERED FLUID: 215'
     90'     drilling mud          100% mud
    125'    mud cut water       10% mud, 90% water
----------------Tool sample, heavy mud cut water w/trace oil show, <1% oil, 33% mud, >66% wtr.
----------------Chlorides: 19,000 PPM, RW: .36 ohm @ 70 F, PH: 7.0

Validata     Ver 7.3.0.44 136834TM
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