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August 2019

CASING MECHANICAL INTEGRITY TEST

Disposal: | | Enhanced Recovery:[0]  KCC District No.: 3 APINo.: 19-037-21277-00-01 Permit No.: E23687.6
Operator License No.: 33397 Name: Running Foxes Petroleum Inc. 7-M- Sj& Sec. 32 Twp. 27 S. R 22 @ East D West
Address 1: 14550 E EASTER AVE STE 200 3712 Feet from D North / @ South Line of Section
Address 2: 1278 Feet from @ East / D West Line of Section
City: CENTENNIAL State: CO Zip: 80112 4222 Lease: PARKER Well No.- 14
Contact Person: Joe Taglieri Phone: (3&) 829-3041 County: Crawford
Well Construction Details: I:l New well I:l Existing well with changes to construction IE’ Existing well with no changes to construcion
Maximum Authorized Injection Pressure: 450 psi  Maximum Injection Rate: 300 bbl/d

Conductor Surface Intermediate Production Liner Tubing
Size: NA 6 NA 2.875 NA Size: NA
Set at: 20 620 Set at:
Sacks of Cement: 10 65 Type:
Cement Top: 0 0
Cement Bottom: 20 620
Packer Type: N/A Set at:
D DV Tool D Port Collar  Depth of: feet with sacks of cement  TD (and plug back): 650 feet depth
Zone of Injection Formation: TUCKER Top Feet: 601 Bottom Feet: 611 Perf. or Open Hole: Perf

Is there a Chemical Sealant or a Mechanical Casing patch in the annular space? D Yes IE’ No

If Dual Completion - Injection is: D Above Production

FIELD DATA

D Below Production

GPS Location: Datum: [ ] NAD27 [O]NADs3 [ |wass4 Lat  97-65538 Long: ~99.01977 Date Acquired: 99/06/2015
MIT Type: Fluid Depression Test MIT Reason: 5-YEAR TEST
Time in Minute(s): 0 30 60
Pressures: Setup 1 210 210 210
Setup 2
Setup 3
Tested: @ Casing I:l or Casing - Tubing Annulus System Pressure during test: Bbls. to load annulus:
Test Date: 05/11/2020 Using: CST OIL & GAS CORP Company’s Equipment
The zone tested for this well is between 0 feet and 601 feet.

The test results were verified by operator’s representative:

Name: J€sse Smith Title: Field Supervisor Phone: (620 228-2501
KCC Office Use Only State Agent: Alan Dunning Title: ECRS. Witness: @ Yes |:| No
The results were: Remarks:

Top perf 601" - Fluid level 106' - 50'

IE’ Satisfactory
I:, Not Satisfactory

Next MiT: 99/10/2025

The well was tested 1 week past the due date due to ground conditions.

445' X .43 =191 psi
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	API: 15-037-21277-00-01
	PermitNumber: E23687.6
	olicense: 33397
	oname: Running Foxes Petroleum Inc.
	Subdivision4Smallest: 
	Subdivision3: NW
	Subdivision2: SE
	Subdivision1Largest: NE
	Section: 32
	Township: 27
	Range: 22
	RangeDirection: East
	oaddr1: 14550 E EASTER AVE STE 200
	FeetNSFromReference: 3712
	NorthSouthFromReference: South
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	County: Crawford
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	IntermedSize: NA
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	LinerSize: NA
	tubingsize: NA
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	SurfSetAt: 20
	IntermedSetAt: 
	ProdSetAt: 620
	LinerSetAt: 
	tubingdepth: 
	CondSack: 
	SurfSack: 10
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	ProdSack: 65
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	tubingType: 
	CondCemtTop: 
	SurfCemtTop: 0
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	ProdCemtTop: 0
	LinerCemtTop: 
	CondFtBottom: 
	SurfFtBottom: 20
	IntermedFtBottom: 
	ProdFtBottom: 620
	LinerFtBottom: 
	PkrType: N/A
	pakerdepth: 
	DVToolOrPortCollar: Off
	DVFeet: 
	DVSacks: 
	pbtd: 650
	InjectionZone: TUCKER
	InjectionZoneFromFt: 601
	InjectionZoneToFt: 611
	PerfOrOpenHole: Perf
	ChemSealantOrMechCasingPatch: No
	AboveBelowProd: Off
	Datum: NAD83
	Latitude: 37.65538
	Longitude: -95.01977
	GPSdate: 05/06/2015
	MIT_Type: Fluid Depression Test
	MIT_Reason: 5-YEAR TEST
	MinLapse1: 0
	MinLapse2: 30
	MinLapse3: 60
	MinLapse4: 
	MinLapse5: 
	MinLapse6: 
	PressureSU1Lapse1: 210
	PressureSU1Lapse2: 210
	PressureSU1Lapse3: 210
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	Tested: Casing
	SystemPressure: 
	BblsToLoad: 
	TestDate: 05/11/2020
	testEquipment: CST OIL & GAS CORP
	op_cert_tested_from_ft: 0
	op_cert_tested_to_ft: 601
	VerfiedName: Jesse Smith
	VTitle: Field Supervisor
	VArea: 620
	VPhone: 228-2501
	SA_sig: Alan Dunning
	SA_Title: E.C.R.S.
	StateAgentWitnessedTest: Yes
	MITResults: Satisfactory
	MIT_Freq: 05/10/2025
	SA_remarks: Top perf 601' - Fluid level 106' - 50' = 445' X .43 = 191 psi
The well was tested 1 week past the due date due to ground conditions.


