
Show depth and thickness of all water, oil and gas formations.

                    Oil, Gas or Water Records                                   Casing Record (Surface, Conductor & Production)

   Formation                   Content         Casing                    Size                   Setting Depth   Pulled Out

Describe in detail the manner in which the well is plugged, indicating where the mud fluid was placed and the method or methods used in introducing it into the hole.  If 
cement or other plugs were used, state the character of same depth placed from (bottom), to (top) for each plug set.

Plugging Contractor License #:                      Name:

Address 1:                      Address 2:

City:                                                                                                                                                 State:                                                   Zip:                            +

Phone:

Name of Party Responsible for Plugging Fees:

State of          County,                   , ss.

                                 Employee of Operator or          Operator on above-described well, 

being first duly sworn on oath, says: That I have knowledge of the facts statements, and matters herein contained, and the log of the above-described well is as filed, and 

the same are true and correct, so help me God.

Signature:

OPERATOR:  License #:

Name:

Address 1:

Address 2:

City:                                                               State:                Zip:                     +  

Contact Person:

Phone:

Type of Well: (Check one)         Oil Well          Gas Well          OG    D&A    Cathodic     

       Water Supply Well           Other:       SWD  Permit #:                                 

       ENHR  Permit #:                                             Gas Storage  Permit #:   

Is ACO-1 filed?          Yes No If not, is well log attached?          Yes No 

Producing Formation(s): List All (If needed attach another sheet)

            Depth to Top:              Bottom:             T.D.

  Depth to Top:              Bottom:             T.D.

  Depth to Top:              Bottom:             T.D.

(             )           

KANSAS CORPORATION COmmISSION
OIL & GAS CONSERvATION DIvISION

Well Plugging RecoRd
K.A.R. 82-3-117

Form cP-4 
march 2009

Type or Print on this Form
Form must be Signed

All blanks must be Filled

API No. 15 -

Spot Description:

   -   -  -    Sec.   Twp.          S.   R.                  East       West

                        Feet from          North /         South  Line of Section

        Feet from          East   /         West   Line of Section

Footages Calculated from Nearest Outside Section Corner:

        NE       NW         SE     SW

County:

Lease Name:                          Well #:

Date Well Completed: 

The plugging proposal was approved on:      (Date)

by:                         (KCC District Agent’s Name)

Plugging Commenced: 

Plugging Completed:

Notice:  Fill out COMPLETELY
and return to Conservation Division at 
the address below within
60 days from plugging date.

(Print Name)

(             )           

KOLAR Document ID: 1594818

Submitted Electronically



Producing Formations

Form CP4 - Well Plugging Record

Operator Trek AEC, LLC

Well Name HINDMAN FEE 4

Doc ID 1594818

Formation Top Bottom Total Depth

Toronto 3290 3294 3605

Lansing/Kansas City 3306 3309 3605

Lansing/Kansas City 3348 3358 3605

Lansing/Kansas City 3460 3463 3605

Lansing/Kansas City 3477 3482 3605






	olicense: 5399
	oname: Trek AEC, LLC
	oaddr1: 200 W DOUGLAS, SUITE 101
	oaddr2: 
	ocity: WICHITA
	ostate: KS
	ozip: 67202
	ozip4: 3001
	ocontact: Mindy Wooten
	oarea: 316
	ophone: 263-5785
	welltype: OIL
	othertype: 
	swdpermit: 
	enhrpermit: 
	gswpermitnumber: 
	aco1filed: Yes
	wllogattached: Off
	prodformation1: Attached
	Top1: Attached
	Bottom1: Attached
	TDepth1: Attached
	prodformation2: 
	Top2: 
	Bottom2: 
	TDepth2: 
	prodformation3: 
	Top3: 
	Bottom3: 
	TDepth3: 
	API: 15-163-20938-00-00
	SpotDescription: SW NE
	Subdivision4Smallest: 
	Subdivision3: 
	Subdivision2: SW
	Subdivision1Largest: NE
	Section: 36
	Township: 6
	Range: 20
	RangeDirection: West
	CP4FeetNSFromReference: 3300
	CP4NorthSouthFromReference: South
	CP4FeetEWFromReference: 1980
	CP4EastWestFromReference: East
	Corner: SE
	County: Rooks
	lname: HINDMAN FEE
	wellnumber: 4
	origcompdt: 8/14/1979
	plugappdt: 8/31/2021
	dagent: District #4 Production Dept. Supervisor
	plugcmncddt: 10/11/2021
	plugcmpldt: 10/13/2021
	Formation1: 
	FormationContent1: 
	CasingType1: Surface
	CasingSize1: 8.6250
	CsngSettingDepth1: 218
	CasingPulledOut1: 0
	Formation2: 
	FormationContent2: 
	CasingType2: Production
	CasingSize2: 4.5
	CsngSettingDepth2: 3597
	CasingPulledOut2: 0
	Formation3: 
	FormationContent3: 
	CasingType3: 
	CasingSize3: 
	CsngSettingDepth3: 
	CasingPulledOut3: 
	Formation4: 
	FormationContent4: 
	CasingType4: 
	CasingSize4: 
	CsngSettingDepth4: 
	CasingPulledOut4: 
	OpPlugMethod: 10/11/21 - MIRU Chitos Well Service.  Installed tubing support.  RIH with sandline and sinker bar.  Tagged TD @ 3360'.  POOH with sandline.  Removed tubing support.  Shut-in well.  SDFN Chitos Well Service.  
10/12/21 - Chitos Well Service - MIRU G & S Roustabout backhoe.  Dug up casing support.  Welded 2" collar on backside of 8 5/8" surface pipe.  Dug workover pit, installed pit liner.  RDMO G & S.  MIRU Perf-Tech Wireline.  RIH stacked out @ 1626'.  Called Pat Badore with KCC.  Gave ok to perforate @ 1624'.  Perforated @ 2 spf 1624' and 1080'.  RDMO Perf-Tech Wireline.  TIH with 51 jts 2 3/8" 8 RD tubing workstring open ended.  Located possible bridge @ 1626'.  Worked tubing.  Did not feel anything.  TIH with 53 jts 2 3/8" 8 RD tubing, EOT @ 3270'.  SDFN.
10/13/21 - Chitos Well Service, MIRU G & S Roustabout.  Orange peeled and welded 2" collar on backside.  MIRU Quality Cementing and RGN - Broke circulation.  EOT @ 3270' Mixed 75 sx 60/40 poz 200# hulls - pumped down tubing.  POOH 24 jts - EOT @ 2506' - Mixed 75 jts 60/40 poz 200# hulls, pumped down tubing.  POOH 35 jts, EOT @ 1421' - Mixed 100 sx 60/40 poz pumped down TBG.  Circulated good cement.  POOH - banked all tubing.  Hooked up to 4 1'2" casing. Mixed 20 sx 60/40 pumped down 4 1/2" casing, topped off.  Mixed 25 sx 60/40 - pumped down 8 5/8" surface casing - topped off.   Pat Badore witnessed plugging operations.  
	pluggerlicense: 99977
	pluggername: Quality Oil Well Cementing
	pluggeraddress1: PO BOX 32
	pluggeraddress2: 
	pluggercity: RUSSELL
	pluggerstate: KS
	pluggerzip: 67665
	pluggerzip4: 0032
	pluggerarea: 785
	pluggerphone: 483-2025
	RespForPlugFees: Trek AEC, LLC
	RespPlugFeesState: Kansas
	RespPlugFeesCounty: Sedgwick
	Certifier: Trek AEC, LLC
	EmployeeOperator: Operator


