
Show depth and thickness of all water, oil and gas formations.

                    Oil, Gas or Water Records                                   Casing Record (Surface, Conductor & Production)

   Formation                   Content         Casing                    Size                   Setting Depth   Pulled Out

Describe in detail the manner in which the well is plugged, indicating where the mud fluid was placed and the method or methods used in introducing it into the hole.  If 
cement or other plugs were used, state the character of same depth placed from (bottom), to (top) for each plug set.

Plugging Contractor License #:                      Name:

Address 1:                      Address 2:

City:                                                                                                                                                 State:                                                   Zip:                            +

Phone:

Name of Party Responsible for Plugging Fees:

State of          County,                   , ss.

                                 Employee of Operator or          Operator on above-described well, 

being first duly sworn on oath, says: That I have knowledge of the facts statements, and matters herein contained, and the log of the above-described well is as filed, and 

the same are true and correct, so help me God.

Signature:

OPERATOR:  License #:

Name:

Address 1:

Address 2:

City:                                                               State:                Zip:                     +  

Contact Person:

Phone:

Type of Well: (Check one)         Oil Well          Gas Well          OG    D&A    Cathodic     

       Water Supply Well           Other:       SWD  Permit #:                                 

       ENHR  Permit #:                                             Gas Storage  Permit #:   

Is ACO-1 filed?          Yes No If not, is well log attached?          Yes No 

Producing Formation(s): List All (If needed attach another sheet)

            Depth to Top:              Bottom:             T.D.

  Depth to Top:              Bottom:             T.D.

  Depth to Top:              Bottom:             T.D.

(             )           

KANSAS CORPORATION COmmISSION
OIL & GAS CONSERvATION DIvISION

Well Plugging RecoRd
K.A.R. 82-3-117

Form cP-4 
march 2009

Type or Print on this Form
Form must be Signed

All blanks must be Filled

API No. 15 -

Spot Description:

   -   -  -    Sec.   Twp.          S.   R.                  East       West

                        Feet from          North /         South  Line of Section

        Feet from          East   /         West   Line of Section

Footages Calculated from Nearest Outside Section Corner:

        NE       NW         SE     SW

County:

Lease Name:                          Well #:

Date Well Completed: 

The plugging proposal was approved on:      (Date)

by:                         (KCC District Agent’s Name)

Plugging Commenced: 

Plugging Completed:

Notice:  Fill out COMPLETELY
and return to Conservation Division at 
the address below within
60 days from plugging date.

(Print Name)

(             )           

KOLAR Document ID: 1664935

Submitted Electronically






	olicense: 34832
	oname: Scout Energy Management LLC
	oaddr1: 13800 MONTFORT DRIVE SUITE 100
	oaddr2: 
	ocity: DALLAS
	ostate: TX
	ozip: 75240
	ozip4: 4344
	ocontact: Mikey Pham
	oarea: 469
	ophone: 485-3122
	welltype: GAS
	othertype: 
	swdpermit: 
	enhrpermit: 
	gswpermitnumber: 
	aco1filed: Yes
	wllogattached: Off
	prodformation1: 
	Top1: 
	Bottom1: 
	TDepth1: 
	prodformation2: 
	Top2: 
	Bottom2: 
	TDepth2: 
	prodformation3: 
	Top3: 
	Bottom3: 
	TDepth3: 
	API: 15-189-20117-00-00
	SpotDescription: 
	Subdivision4Smallest: 
	Subdivision3: 
	Subdivision2: 
	Subdivision1Largest: N2
	Section: 3
	Township: 32
	Range: 37
	RangeDirection: West
	CP4FeetNSFromReference: 4029
	CP4NorthSouthFromReference: South
	CP4FeetEWFromReference: 2588
	CP4EastWestFromReference: East
	Corner: SE
	County: Stevens
	lname: RINEY
	wellnumber: 1-2
	origcompdt: 
	plugappdt: 
	dagent: 
	plugcmncddt: 8/25/2022
	plugcmpldt: 9/2/2022
	Formation1: 
	FormationContent1: 
	CasingType1: Surface
	CasingSize1: 8.625
	CsngSettingDepth1: 599
	CasingPulledOut1: 0
	Formation2: 
	FormationContent2: 
	CasingType2: Production
	CasingSize2: 5.5
	CsngSettingDepth2: 2980
	CasingPulledOut2: 0
	Formation3: 
	FormationContent3: 
	CasingType3: 
	CasingSize3: 
	CsngSettingDepth3: 
	CasingPulledOut3: 
	Formation4: 
	FormationContent4: 
	CasingType4: 
	CasingSize4: 
	CsngSettingDepth4: 
	CasingPulledOut4: 
	OpPlugMethod: 8-25-2022.  RUSU.  Tried to poh rods and rods were stuck.  Tried to backoff rods.   Rods were supposed to be hanging in the tbg with no pump.  Tried to pull tbg.  Tbg stuck.  Pulled to 40K.   Checked fluid level and fluid was less than 500’ from surface.  Continued to make up and back off rod string. 

8-26-2022.   TIH with 5/8” rods and tagged 5/8” rod connection.  Made up connection and POH 5/8” rods.   POH with 50 rods.  This was the 2 nd attempt and got same number of rods out.   1270’ of rods out.    RU wireline truck and performed freepoint.  Tbg is free at 1248.5’.  RD wireline truck.  Rigged up tbg tools and worked tbg to 50k+.   No movement from tbg.  SD and went to Syracuse yard to get ¾” rod  workstring.  DTL,  TIH with ¾” rod workstring and fishing tools to catch 5/8” rod pin.    Caught fish with 49 ¾” rods and pulled 25K and  rods started to come out or started to stretch 5/8” .  Rods stopped moving and increase to 28 K.  Layed down 1 rod.   Started pulling again and rods parted.  POH 49- ¾” rod string and  3-5/8” rods.  5/8” rods had some stretch.   Rod parted 4” from Shoulder.  TIH with 53-¾” rods again and fishing tool to catch 1 ¼” slim box.   Caught fish and pulled  25K. 

8-29-22.   Fished 5/8” rods,  Worked rods until rods parted.    POH ¾” rods and found rod fishing tool insert damaged.  Made up ¾” rod string with polished rod socket and caught 5/8” fish.  Worked rods and POH with 14 5/8” rods.  Made up ¾” rod string again and worked rods until something parted.   POH with rods and found fishing tool damaged.  Waited 45 minutes for fishing tools.  TIH with rod string and Polished rod socket and caught fish.  Caught fish and worked rods for 45 minutes and poh with 5 more 5/8” rods.  POH a total of 71 5/8” rods and 14’ of 5/8” pony rods.  Spotted in 2 7/8” workstring.

8-30-22.  RU wireline truck.  RIH with wireline and Tagged rod fish at 1790’.  Found tbg free at 1780’.   Tripped wireline back in to chemical cut at 1750’.   RU water truck and pumped into tbg.  (Tbg would not load).  Tried to chemical cut and wireline had issues, poh wireline.  Tripped wireline again and chemical cut tbg at 1750’.  POH wireline.  POH 56-2 3/8” jts tbg.  Found hole in joint 47.  

8-31-22.  Picked up 2 3/8" overshot, bumpersub and changeover.  TIH and tagged casing at 1440'.  TOH with 2 7/8" tbg and fishing tools.  Picked up 4 3/4" tapered Mill. TIH with 2 7/8" tbg and mill.  Tagged at 1440'  Slowly worked through bad casing from 1440' to 1500'.  TOH mill,  TIH with 2 7/8" tbg and fishing tools to 1440'. 

9-1-22.  Finished TIH with 2 7/8" workstring, overshot, and bumper sub and caught 2 3/8" fish at 1750'.  Worked workstring trying to free 2 3/8" tbg.  Tbg moved a total of 15" in 2.5 hours.  Decided to talk to KCC about plugging options.  KCC OK with plugging from 1750'.  TIH with 54- 2 3/8" tbg to be used as a plugging string.      

  9-2-22.  TIH with remainder of 2 3/8” tbg string and landed tbg open ended at 1740’.  Discussed plugging orders with KCC rep on location.   RU Quasar cmt trucks and water trucks.  Mixed and pumped 85 sks 13.51 ppg cmt down tbg with 250# cotton seed hulls.  POH tbg string and layed down.  RU wireline truck and RIH with 5.5” wireline set CIBP and set at 648’.  POH and RIH with squeeze guns and shot 4 squeeze holes at 640’.  Removed tbg wellhead and installed 5X2” swedge on the 5.5” casing.  Established circulation to open top tank.  Mix and pumped 175 sks 13.51ppg cmt down 5.5” casing and circulated up 5.5”X8 5/8” annulus.  Circulated good cmt to the tank.  Cleaned up lines and RDSU.      

9-14-22.  Dugout wellhead 4' Below surface,  Cut surface and production casing off 4' below ground level.  Capped casing with 1/4" steel plate.  Backfilled hole.
	pluggerlicense: 35749
	pluggername: Quasar Energy Services, Inc.
	pluggeraddress1: 3288 FM 51
	pluggeraddress2: 
	pluggercity: GAINESVILLE
	pluggerstate: TX
	pluggerzip: 76240
	pluggerzip4: 0208
	pluggerarea: 940
	pluggerphone: 612-3336
	RespForPlugFees: Scout Energy
	RespPlugFeesState: 
	RespPlugFeesCounty: 
	Certifier: 
	EmployeeOperator: Off


