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CASING MECHANICAL INTEGRITY TEST

Disposal: [0 Enhanced Recovery:| |  KCC District No.: 1 APINo.: 19-151-20880-00-01 Permit No.: D24124.0
Operator License No.: 31142 Name: Petroleum Property Services, Inc. - - % % Sec. 18 Twp. 27 S. R. 15 D East @ West
Address 1: 125 N MARKET SUITE 1251 597 Feet from D North / @ South Line of Section
Address 2: 4585 Feet from @ East / D West Line of Section
City: WICHITA State: KS Zip: 67202 1719 Lease: WELLER BC Well No.- B2
Contact Person: St€ve Van Gieson Phone: (3&) 265-3351 County: Pratt
Well Construction Details: I:l New well I:l Existing well with changes to construction IE’ Existing well with no changes to construcion
Maximum Authorized Injection Pressure: 0 psi  Maximum Injection Rate: 1000 bbl/d

Conductor Surface Intermediate Production Liner Tubing
Size: NA 8.625 NA 4.5 NA Size: 2.375
Set at: 319 4644 Set at: L
Sacks of Cement: 275 150 Type: W
Cement Top: 0 4170
Cement Bottom: 319 4644
Packer Type: AD-1 Set at: 4032
D DV Tool D Port Collar  Depth of: feetwith____ sacks of cement  TD (and plug back): 4725 feet depth
Zone of Injection Formation: VIOLA Top Feet: 4644 Bottom Feet: 4725 Perf. or Open Hole: Open

Is there a Chemical Sealant or a Mechanical Casing patch in the annular space? D Yes IE’ No

If Dual Completion - Injection is: D Above Production D Below Production

FIELD DATA

GPS Location: Datum: [ | NAD27 [O]NAD83 [ | wGS84 Lat: 37.69012 Long: ~99.01234 Date Acquired: 09/29/2020
MIT Type: Tubing and Packer (or Initial Pressure) Test MIT Reason: OPERATOR REQUESTED
Time in Minute(s): 0 15 30
Pressures: Setup 1 310 310 310
Setup 2
Setup 3
T ) ) ) i i . 0 . 0.12
ested: I:l Casing @ or Casing - Tubing Annulus System Pressure during test: Bbls. to load annulus:
Test Date: 12/05/2022 Using: Pro-Stim Company’s Equipment
The zone tested for this well is between 0 feet and 4032 feet.

The test results were verified by operator’s representative:

Name: Steve VanGieson

Titte: FIELD SUPERVISOR

Phone: (620 507-8044

KCC Office Use Only

The results were:

IE’ Satisfactory
I:, Not Satisfactory

Next MIT: 12/04/2027

E.C.R.S.

David Ring Title:

State Agent:

Witness: @Yes D No

Remarks:

Well cleaned and 2 joints replaced. Packer set at 4032' compared to original of 4029'. Annulus

standing full when starting test. Pressured. Held.
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	oarea: 316
	ophone: 265-3351
	County: Pratt
	WellCompletionDetails: ExistingWellNoChanges
	MaxAuthInjPress: 0
	MaxAuthInjRate: 1000
	CondSize: NA
	SurfSize: 8.625
	IntermedSize: NA
	ProdSize: 4.5
	LinerSize: NA
	tubingsize: 2.375
	CondSetAt: 
	SurfSetAt: 319
	IntermedSetAt: 
	ProdSetAt: 4644
	LinerSetAt: 
	tubingdepth: 4032
	CondSack: 
	SurfSack: 275
	IntermedSack: 
	ProdSack: 150
	LinerSack: 
	tubingType: Douline/ Sealtite
	CondCemtTop: 
	SurfCemtTop: 0
	IntermedCemtTop: 
	ProdCemtTop: 4170
	LinerCemtTop: 
	CondFtBottom: 
	SurfFtBottom: 319
	IntermedFtBottom: 
	ProdFtBottom: 4644
	LinerFtBottom: 
	PkrType: AD-1
	pakerdepth: 4032
	DVToolOrPortCollar: Off
	DVFeet: 
	DVSacks: 
	pbtd: 4725
	InjectionZone: VIOLA
	InjectionZoneFromFt: 4644
	InjectionZoneToFt: 4725
	PerfOrOpenHole: Open
	ChemSealantOrMechCasingPatch: No
	AboveBelowProd: Off
	Datum: NAD83
	Latitude: 37.69012
	Longitude: -99.01234
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	MinLapse1: 0
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	TestDate: 12/05/2022
	testEquipment: Pro-Stim
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	SA_remarks: Well cleaned and 2 joints replaced.  Packer set at 4032' compared to original of 4029'.  Annulus standing full when starting test.  Pressured. Held.


