KANSAS CORPORATION COMMISSION
OIL & GAS CONSERVATION DIvISION

CASING MECHANICAL INTEGRITY TEST

Disposal: @ Enhanced Recovery: D KCC District No.: 4

APl No.. 15-051-21878-00-02

KOLAR Document ID: 1709225

Form U-7
August 2019

Permit No.: D24720.0

6239

Operator License No.: Name: Zinszer Oil Co., Inc.

_NE_SE_SE

s. R 17

Sec. 15 Twp. 11

D East @ West

Address 1: PO BOX 211 1041 Feet from D North / @ South Line of Section
Address 2: 483 Feet from @ East / D West Line of Section
City: HAYS State: KS Zip: 67601 0211 Lease: SIMPSON Well No.: 2

Contact Person: Kim Zinszer Phone: (@) 625-9448 County: Ellis

Well Construction Details: |:| New well

I:l Existing well with changes to construction IE’ Existing well with no changes to construcion

Maximum Authorized Injection Pressure: 0 psi  Maximum Injection Rate: 1400 bbl/d
Conductor Surface Intermediate Production Liner Tubing
Size: 8.625 na 5.5 4.5 Size: i
Set at: 255 3385 682 Set at: 655
Sacks of Cement: 160 150 I Type: th'te
0 2446 0
Cement Top:
Cement Bottom: 255 3385 682
Packer Type: AD1 Set at: 655
D DV Tool IE Port Collar  Depth of: ﬂ feet with ﬂ sacks of cement  TD (and plug back): 3385 (759) feet depth
CEDAR HILLS 668 682

Zone of Injection Formation:

Top Feet:

Perf

Bottom Feet: Perf. or Open Hole:

Is there a Chemical Sealant or a Mechanical Casing patch in the annular space? D Yes IE’ No

If Dual Completion - Injection is: D Above Production

FIELD DATA

D Below Production

GPS Location: Datum: [ ] NAD27 [ | NADs3 [O] wass4 Lat  99-09183 Long: 09918680  poe acquireq: 04/12/2023
MIT Type: Tubing and Packer (or Initial Pressure) Test MIT Reason: OPERATOR REQUESTED
Time in Minute(s): 0 15 30
Pressures: Setup 1 330 330 330
Setup 2
Setup 3
Tested: I:l Casing @ or Casing - Tubing Annulus System Pressure during test: 0 Bbls. to load annulus: 50
Test Date: 04/12/2023 Using: Heartland Tank Service Company’s Equipment
The zone tested for this well is between 0 feet and 655 feet.
The test results were verified by operator’s representative:
Name: PERRY S HENMAN Tiie: Geologist Phone: ( 785) 623-8525
KCC Office Use Only State Agent: Pat Staab Title: ECRS. Witness: @ Yes |:| No
The results were: Remarks:

IE’ Satisfactory
I:, Not Satisfactory

Next MIT:

04/11/2025

Old MIT shows perfs: CH @ 668-82 & 680-720 on 3-2010 Express cleaned well stopped taking
water has small flow back. 1029'FSL 370' FEL NW NE SE SE. No gauge on tbg. From Permit:
Additional cementing: 8.625" Annulus squeezed top down W/225 sx. 5.50 squeezed @ 535' W/150

sx, 550' W/400 sx and 1780' W/450 sx.
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	olicense: 6239
	oname: Zinszer Oil Co., Inc.
	Subdivision4Smallest: 
	Subdivision3: NE
	Subdivision2: SE
	Subdivision1Largest: SE
	Section: 15
	Township: 11
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	RangeDirection: West
	oaddr1: PO BOX 211
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	NorthSouthFromReference: South
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	ozip: 67601
	ozip4: 0211
	lname: SIMPSON
	wellnumber: 2
	ocontact: Kim Zinszer
	oarea: 785
	ophone: 625-9448
	County: Ellis
	WellCompletionDetails: ExistingWellNoChanges
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	ProdCemtTop: 2446
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	ProdFtBottom: 3385
	LinerFtBottom: 682
	PkrType: AD1
	pakerdepth: 655
	DVToolOrPortCollar: PortCollar
	DVFeet: 1780
	DVSacks: 450
	pbtd: 3385 (759)
	InjectionZone: CEDAR HILLS
	InjectionZoneFromFt: 668
	InjectionZoneToFt: 682
	PerfOrOpenHole: Perf
	ChemSealantOrMechCasingPatch: No
	AboveBelowProd: Off
	Datum: WGS84
	Latitude: 39.09183
	Longitude: -099.18680
	GPSdate: 04/12/2023
	MIT_Type: Tubing and Packer (or Initial Pressure) Test
	MIT_Reason: OPERATOR REQUESTED
	MinLapse1: 0
	MinLapse2: 15
	MinLapse3: 30
	MinLapse4: 
	MinLapse5: 
	MinLapse6: 
	PressureSU1Lapse1: 330
	PressureSU1Lapse2: 330
	PressureSU1Lapse3: 330
	PressureSU1Lapse4: 
	PressureSU1Lapse5: 
	PressureSU1Lapse6: 
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	PressureSU3Lapse4: 
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	Tested: CasingTubingAnnulus
	SystemPressure: 0
	BblsToLoad: .50
	TestDate: 04/12/2023
	testEquipment: Heartland Tank Service
	op_cert_tested_from_ft: 0
	op_cert_tested_to_ft: 655
	VerfiedName: PERRY S HENMAN
	VTitle: Geologist
	VArea: 785
	VPhone: 623-8525
	SA_sig: Pat Staab
	SA_Title: E.C.R.S.
	StateAgentWitnessedTest: Yes
	MITResults: Satisfactory
	MIT_Freq: 04/11/2025
	SA_remarks: Old MIT shows perfs: CH @ 668-82 & 680-720 on 3-2010 Express cleaned well stopped taking water has small flow back. 1029'FSL 370' FEL NW NE SE SE. No gauge on tbg. From Permit: Additional cementing: 8.625" Annulus squeezed top down W/225 sx. 5.50 squeezed @ 535' W/150 sx, 550' W/400 sx and 1780' W/450 sx.


