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KANSAS DEPARTMENT OF TRANSPORTATION

RTE./CO. K-39/Bourbon | SOUNDINGNO.  CH2 SHEET 1 of 2
PROJL.NO.  39-6KA-2053-01 |BRIDGENO.  39-6-6.91(091)
SITE NAME K-39 over Paint Creek HOLE STA.  52+29, 53.0' Rt CL
GEOLOGIST K. Halverson, GA | SCALE 1 inch = 6.7 feet DATE May 30, 2012
Department of Transportation | pry | gR J. Bums RIG TYPE CME 55 TOP HOLEELEV.  910.35
GW ELEV. N/A TOTAL DEPTH 377 M/B ELEV. 905.65
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ansas RTE./CO. K-39 / Bourbon SOUNDING NO. CH 2 SHEET 2 of 2
PROJ. NO. 39-6 KA-2053-01 BRIDGE NO. 39-6-6.91(091)
Department of Transportation
SITE NAME K-39 over Paint Creek HOLE STA.  52+29, 53.0' Rt CL
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Core Depth Elev. Cut Rec Rec % RQD
1 4.9 905.45 3.0 3.0 100 0%
2 7.9 902.45 49 4.9 100 20%
3 12.8 897.55 4.9 4.9 100 88%
4 17.7 892.65 5.0 5.0 100 100%
5 227 887.65 5.0 49 98 82%
6 27.7 882.65 5.0 5.0 100 88%
7 32.7 877.65 5.0 8.0 160 60%
Total 37.7 872.75 32.8 35.7 109 (%%




